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Technical Data Sheet  

TEKNO Deep Cleaner No. 555 
 
 N  means   LIVOS neutral  for the allergy-prone and chemically sensitive 

 
 
Range of application Indoors and outdoors, for removing rust & dirt on metal, wood graying, green deposits on wood and for 

removing paint residues on concrete / screed. 
 
Technical qualities Natural whitening / bleaching effect. Cleansing. Usage in high concentration has a stripping effect.  
 Free from synthetic additives, biocides, nanoparticles and fragrances. 
 
Full Declaration Water, clover acid. 
 
Dilution For cleaning, dilute 1:1 with water or use as a concentrate. 
 
Application method Apply undiluted with a brush (synthetic bristles), leave to act for approx. 30 minutes and treat with plenty 

of water until the water runs clear. In case of heavy soiling, also wash off with a sponge. 
. 
Safety advice P102   Keep out of reach of children. 
 Avoid contact with eyes and skin. 

 
Disposal According to locally regulated laws.  
 
Container sizes 0.5 l; 1.0; 2.5 l. 

 
Storage                                Cool and dry.  Shelf life: unopened at least 5 years.  
 
Packaging  Made of polyethylene (PE). This material is groundwater neutral and recyclable. 

 
 
These directions are the result of long years of research and practical testing. They are backed by our most current expert information. New findings may 
invalidate this information. The latest version is available on our website at www.livos.de. This data sheet is meant to serve as information and instruction.  
No legal liability should be interpreted from it. In case of doubt, please contact the LIVOS customer service. 
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