
       
 
 
 
Technical Data Sheet 
SUNNO Glaze Binder No. 451 
 
 
Application range For interior surfaces, to mix with SUNNO Plant Glaze Concentrate No. 450 and/or SUNNO Pigment 

Concentrate No. 425 and water. 
 Not suitable as an additive for glaze concentrates and/or products of other manufacturers. 
 
Technical qualities Water-dilutable, very high yield.  
 SUNNO Glaze Binder No. 451 was rated as very good in the journal "Ökotest: guidebook construction, 

housing, renovation" edition 6/2004. 
 
Full declaration Water, beeswax, methyl cellulose, dammar, larch extract, isoaliphates, shellac, sodium silicate, lemon 

oil and silver chloride. 
 
Color Milky-white when liquid; clear when dry. 
 
Dilution 1: 2 with water (one part of SUNNO Glaze Binder No. 451 and 2 parts of water). 
 
Application method Consider the specific surface requirements! Apply with natural brush, or natural sponge at room 

temperatures above 10 °C (50 °F) (see reverse for further information).  
 
Coverage 7.5 l (7.93 quart) binder solution made of 2.5 l (2.64 quart) SUNNO Glaze Binder No. 451 and 5 l (5.28 

quart) water is sufficient for approximately 75 - 150m² (807 - 1615 ft²), i.e. 25 ml/m², depending on the 
absorbency of the surface.  

 
Drying time At 23 °C (73 °F) and 50% relative humidity: approximately 2 – 4 hours. 
 
Cleaning  Clean equipment immediately after use with LATIS Intensive Cleaner No. 551 (dilution approx. 1.5 

tablespoons to 1 liter of warm water).  
 
Specific gravity Approximately 0.95 g/ml. 
 
Safety advice Ensure good ventilation during and after application. 

P102   Keep out of reach of children. 
P301+P310 IF SWALLOWED: Rinse mouth. Do NOT induce vomiting. Immediately call a doctor. 
EUH208  Contains larch extract. Can cause allergic reactions. 

 
Disposal According to locally regulated laws. 
 
Container sizes  0.05l; 0.5 l; 2.5 l; 10 l. 
 
Storage Cool, dry and frost-free. Shelf life: unopened at least 4 years. Once opened, store container cool and use 

within 7 to 10 days. 
 
Packaging Made of polyethylene (PE).  This material is groundwater neutral and recyclable. 
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How to use 
SUNNO Glaze Binder No. 451 
 
 
General surface The unique character of LIVOS plant glaze paints will come to its full effect on a rough  
requirements  structured brilliant white surface.   
 Build-up of coatings: 

1. Priming with GRAVA Wall Primer Sealer No. 408.  
2. Apply DUBRON Natural White Plaster No. 465 or paint woodchip wallpaper with DUBRON Natural 

Dispersion Paint No. 412 or ALBION Natural Wall & Ceiling Paint No. 417. 
Please note the respective Technical Data Sheets of the wall paints.  
 

Preparation of Dilute SUNNO Glaze Binder No. 451 with water at a ratio of 1 : 2.  Stir SUNNO Plant Glaze  
binder solution Concentrate No. 450 and/or SUNNO Pigment Concentrate No. 425 into the binder solution, until the 

desired color is reached. Test application! 
 
 
Important tips       Do not use products of other manufacturers for mixing, coloring, or spackling.   

Different techniques are suitable for the application. Please read the information sheet for wall design 
and the corresponding Technical Data Sheets of the different products. 

 
 
These directions are the result of long years of research and practical testing. They are backed by our most current expert information. New findings 
may invalidate this information. The latest version is available on our website at www.livos.de. This data sheet is meant to serve as information and 
instruction. No legal liability should be interpreted from it. In case of doubt, please contact the LIVOS customer service (see p. 1). 
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