
 
 
 
 
 
 
Technical Data Sheet 

AMBIS-Leather Fat N° 4542 
 
 

Application range  For all smooth leathers.   

Technical qualities Protects, maintains and preserves all smooth leather products. A frequent application keeps 
   smooth leather water repellent and smooth. 

Full declaration  Colza oil, lanolin (from shorn wool), Venetian turpentine resin, larch resin and beeswax. 

Application  Apply with a soft cloth or sponge to the dry and clean leather and massage it in. 
 
Safety advice 
  

 

 

 
 
 
 
 
Disposal   According to locally regulated laws. 
 
Container sizes   0.05l; 0.25l. 

Storage    Store in upright position. Protect against heat. 
 
 
 
These directions are the result of long years of research and practical testing. They are backed by our most current expert information. 
New findings may invalidate this information. The latest version is available on our website at www.livos.de. This data sheet is meant to 
serve as information and instruction. No legal liability should be interpreted from it. In case of doubt, please contact the retailer, 
wholesaler, or manufacturer. 
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Warning 

H317  May cause an allergic skin reaction. 
H412  Harmful to aquatic life with long lasting effects. 
P273  Avoid release to the environment. 
P261  Avoid breathing dust/fume/gas/mist/vapours/spray. 
P280  Wear protective gloves/protective clothing/eye protection/face 
protection. 
P305+P351+P338  IF IN EYES: Rinse cautiously with water for several minutes. 
Remove contact lenses, if present and easy to do. Continue rinsing. 
P337+P313  If eye irritation persists: Get medical advice/attention. 
P302+P350  IF ON SKIN: Gently wash with plenty of soap and water. 
P333+P313  If skin irritation or rash occurs: Get medical advice/attention. 
 


