
Tips for professionals: maple 
 
 
 
 
Color / Texture: 
 
Fine-pored reddish-white to reddish-brown hardwood with fine wood grain. Outdoors, it is only 
little weatherproof, underwater, however, permanently. Maple is used for furniture, moldings, tool 
handles and substructures. Modification through steaming (wood color gets darker and the 
surface can be easily dyed). 
 
 
Type of wood: 
 
Maple is one of the precious hardwoods. Its scattered porous wood has very short fibers and very 
thick cell walls with very small vessel volume. On a maple board one often finds billowy, 
turbulent, twisted textures. These characteristic features can not be detected from outside the 
trunk. 
In these turbulent areas, maple can exert an up to 10 x stronger capillary suction, similar to cross-
grained wood. The result is a very decorative surface, which is called "champagne - Maple". 
 
Maple changes its colour under the influence of UV. Therefore, it should be treated with a white 
primer. 
 
Maple can be bleached (using hydrogen peroxide) and is then very soft. But also bleached maple 
becomes yellow the same as unbleached maple, if not treated with white primer. 
 
If primed and treated with a colorless system, the tendency of yellowing resulting due to solar 
radiation can be minimized by roughing very finely (grain size 200 - 300). 
 
Other domestic types of maple such as Norway maple, sycamore and field maple exist in 
shades of white, gray-white, green-white, brown-white, red-white, yellow-white to brown. 
 
 
For furniture: 
 
Pre-grinding: Gradually up to grain size 180, or even better 240. 
Priming with KUNOS-Natural Oil Sealer No. 244-204 (white). 
Interim-grinding with grain size 400 - 600 or steel wool 0000. 
2 applications with KUNOS-Natural Oil Sealer No. 244-002 (colorless) 
or KUNOS-Natural Floor Sealer No. 242. 
 
 
 
 



 
 
 
For floors: 
 
Pre-grinding: Gradually up to grain size 180. 
Priming with KUNOS-Natural Oil Sealer No. 244-204 (White). 
Interim-grinding: Pad. 
2 applications with KUNOS-Natural Oil Seal No. 244-002 (colorless)  
or KUNOS-Natural Floor Sealer No. 242 (colorless). 
 
 
 
Maintenance and renovation of white surfaces: 
 
Grinding with grain size 180. 
Wipe on thinly a mix of CANTO-Low Gloss Paint No. 692-201 (white) and 
KUNOS-Natural Oil Sealer No. 244-002 (colorless) in the ratio 1: 1. 
Smoothing after 24 hours with grain size 600. 
Treatment with KUNOS-Natural Oil Sealer No. 244-002 (colorless). Single layer or second layer 
after drying overnight (depending on the mechanical stress of the surface). 
 
Note: In case of furniture surfaces, 2 coats of KUNOS-Natural Oil Sealer No. 244-204 (white) can 
be applied. In the case of floors only one coat. 
 
Please note the technical data sheets: www.livos.de. 
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