
 
 

 
 
 
Technical Data Sheet 

TAISTO Linseed Oil Putty No. 541 
 
 
Application range      Indoors and outdoors, for cementing single glazing. 
 
Technical qualities Hardening, elastic sealant according to RAL 849 B2. 
 
Full declaration Linseed oil and chalk. 
 
Preparation Window fold should be dry, absorbent, clean and dust-free. If necessary, prime with DUBNO Priming Oil No. 

261 and allow to dry. Bring the putty to room temperature. If necessary, knead it until it is soft. 
 
Application With putty knife at temperatures above 12 ° C and low humidity. 
 
Cleaning Clean equipment immediately after use with SVALOS Thinner No. 222.  
 
Important tips During the drying of putty and paint, prevent ingress of water. As soon as the putty has hardened, but at the 

latest after about 4 weeks, apply a thin coat of VINDO Natural Gloss Paint No. 629, KALDET All-weather Stain 
No. 281 or ALIS Decking Oil No. 579. If applied too thickly, risk of extended drying time and uneven 
appearance of the coating. 

 
Disposal According to locally regulated laws. 
  
Container sizes 0.25 kg; 1 kg; 5 kg. 
 
Storage Cool, dry, and frost-free. Shelf life: unopened at least 5 years.  
 
 
These directions are the result of long years of research and practical testing. They are backed by our most current expert information. New findings 
may invalidate this information. The latest version is available on our website at www.livos.de. This data sheet is meant to serve as information and 
instruction. No legal liability should be interpreted from it. In case of doubt, please contact the LIVOS customer service. 
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